Maintenance and product information

Engine type:

Engine No:

Gelcoat RAL hull colour:

Gelcoat RAL deck colour:

Gelcoat RAL non-skid colour:

Stripe work colour:

Epoxy barrier under water:

Antifouling:

Mast colour RAL-No:

The woodwork in the cabin is varnished with two-part satin varnish. To varnish again, sand
with grit 180 or finer sandpaper. You can use either one or two-component varnish with

Honda BF15DK2 NHB14

BALJ-1509761

9010

9010

9010

Avery 700 No 752

International Intergard

Copper-coat

9010

satin finish, but please note that a lot of the panels are laminate not wood!

Dragonfly is built of hand-laid, reinforced fibre glass and polyester combined with 10-15 mm

PVC-sandwich foam core with closed cells, which do not absorb water.

For eventual repairs, use ONLY products on polyester basis. Epoxy can be used in an
emergency, but cannot be cosmetically improved later with gelcoat, as you can with the

polyester products.

Electronic equipment is not calibrated by the yard.




BY ANY DAMAGE TO THE BOAT:

Contact your dealer or the yard for instructions. If not, you could endanger your safety
and/or lose your warranty.

GELCOAT REPAIRS:

IMPORTANT
Successful repairs require dry weather and a temperature between +15° to 25° C.

e Ratio of hardener is min 2% and max 3%
e Gel setting time is approx. half an hour
e Never work in direct sun when applying gelcoat

How to make gelcoat repairs:
e First sand the actual repair with grit 80
e Then sand the area around it with grit 180-240
e Apply gel coat by 2 or 3 layers
e When completely dry sand it down with 120-240, thereafter with 500 — 800 — 1,200
e After that polish with rubber compound and finally wax the whole area
e Use lots of ventilation, gloves, glasses and dust mask
e Keep children away

WARNING
e The catalyst is a dangerous product and should not be left within children’s reach
e Avoid contact with skin and mucosa. Protect your eyes
e In case of contact, wash with soapy water and rinse liberally

Clean all tools with acetone




GENERAL SERVICING:

e C(Clean blocks and sheets well in freshwater regularly

e lubricate blocks and Easylocks every 2-3 months

e Clean all tracks frequently where travellers are functioning. Also the mast track

e Min once a year clean and grease the winches and check the springs

e Keep the sails covered at all times when not in use to protect from the sun

e Keep the sails dry and rinse regularly with freshwater. If sails get damaged immediate
repair is required

e Let a sail maker check the sails once a year

When sailing on saltwater, we strongly recommend to rinse the boat with freshwater after
each sailing trip. This will over time make sure that blocks and lines work better, and it will
help avoiding rust building up on the stainless.

All stainless used throughout the boat is the very high-quality A4 or 316, but this does not
100 % prevent very light rust stains from building up on the surface. This light rust is cosmetic
only and does not weaken fittings or bolts. Rinsing the boat after each sail will help avoiding
this problem. Especially by boats in warm and salty water we strongly recommend to rinse
the boat.




SPRING CLEANING:

A Exterior: Wash and wax the boat. (Do not wax the non-skid areas).
Interior: Clean the boat everywhere

2, Antifouling:
Main hull. First wash the bottom of the boat with freshwater, if necessary, high-
pressure washing. Let it dry out and apply antifouling with a lacquer roll. You
need approx. 3 litres

The centre board has enough antifouling for the first three max four seasons;
you will then have to lift the boat with a crane or place the boat on some car
tyres and turn it from side to side to antifoul the centreboard

3. It is recommended that all blocks, wheels and Easylocks are greased with Teflon
spray, especially the Easylocks — this should preferably be repeated a few times
through the season

4. Mast, boom and head foil must be washed and waxed to keep the sails clean. If
you do not immediately succeed in cleaning the aluminium you can use polish
cream

Happy sailing!!




CLEANING UP FOR THE WINTER:

10.

i

12.

You are recommended to wash the boat completely clean, wax and polish all
surfaces except the non-skid

Make sure to take off the sails, sprayhood and cockpit tent. Wash and rinse out
dirt and salt. Everything must be completely dry, before stowed away for the
winter and kept in a dry place

Cushions:

For cleaning cushions you can remove the cover by unfastening the zip on the
back of the cushion. For washing or dry-cleaning, check which material your
cushions are made of

Various steel wires can be washed in warm soap and water, rinsed clean, dried
and afterwards wiped with an oilcloth

All ropes and blocks should be washed in warm soap and water, rinsed and dried

Rigging and boom:

Make sure all lines and halyards are intact. Should a halyard have a failure at
the end, turn it over. Every year all halyards and reefing lines should be
shortened approx. 25 cm.

The water tank must be emptied and cleaned — is located under the front bunk

The outboard engine:
Please contact your local dealer, but have it serviced and run the engine in fresh
water to get all the salt out of it

The marine battery is removed from the boat and discharged, then you recharge
the battery and store it like the cushions and sails in a nice dry place. A good
thing for the battery, is, during the winter to partly "drain" the battery and
charge it again, fx. 2 or 3 times during the winter

Dry out the hulls completely to avoid frost damage in all bilges/compartments

Make sure that ventilation is good before storing the boat for the winter. The
best thing to do is to store the boat indoors for the winter period, if you use a
canvas cover make sure it does not touch the boat as it may scratch it -~

Never cover the mast with plastic — this will create blisters between the carbon
mast and the paint. Quorning Boats cannot be held responsible towards blisters
on the mast




Always check that ALL bilges in ALL compartments in ALL hulls are dry.

Any damages and lacks on boat, sails or instrumentation should be fixed in the autumn;
everybody can give the best service at that time of the year.




IMPORTANT MAINTENANCE INFORMATION ON THE RIGGING:

e Always check the rigging, halyards, reefing lines, water stays and rudder down haul
line, as well as the cable operating the swing wing system in the aft wing

e Minimum once a year shorten all halyards, reefing lines, and swing wing lines by
approx. 25 cm. After some years turn them around or replace the lines

e Water stays, Touring and Sport version: max. 10 years use and/or max. 15,000 NM
e Water stays, Performance version: max. 7 years use and/or max. 10,000 NM
e Side stays and forestays should be changed latest after 10 years or by max 15,000 NM

e Diamond stays on the mast should be changed latest after 15 years or by max 20,000
NM

e We recommend changing the 6 mm swing wing cable in the aft wing every max. 5
years

e Never use shackles or similar on the boatman chair
e Never climb the rigging when the boat is in folded position
e Tension on the rigging, please see rig diagram

e Never change the tension on the diamonds without checking tension with a tension
meter according to rig tension diagram, changing the rig tension cause the mast to
break

e Never drill holes in the carbon mast section without asking your local dealer or
Quorning Boats beforehand

e Never wrap the mast in any plastic, as this can cause the paint to bubble. If wrapping
is needed, use breathable textile

e Wash the mast track with soap and water before stepping the mast




